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Page 241-Paragraph 293, lines 3-5; read:
Gulf to a turning basin at Tarpon Springs. In 1999-September
2002, the controlling depth was 7.4 feet (8.1 at midchannel) in
the entrance channel to the turning basin, thence 6.0 to 8.9 feet
in the ...

(CL 1924/02; BPs 179197-206)

Page 242-Paragraph 303, lines 7-8; read:
July 2002, the controlling depth was 3.5 feet (5.0 feet at
midchannel) to the basin with depths of 4.9 to 5.6 feet in the
basin.

(CL 1750/02; BPs 178736-42)

Page 384-Paragraph 23, line 2; read:
95 feet over the waterway crosses Pine Island ...
(CL 1836/02)

Corrections

Page 412-Paragraph 183, lines 4-5; read:
Anegado Channels, and the deep-draft anchorage are 40 and
38 feet respectively. San Antonio Channel, project depth 30
feet, ...

(44/02 CG7)

Page 412-Paragraph 183, lines 14-17; read:
basin are 40 feet. Graving Dock Channel and turning basin, S
of Isla Grande, leads from Anegado Channel; project depths in
Graving Dock Channel and turning basin are 36 feet. Puerto
Nuevo Channel, project depth 39 feet, in the SE part of the
harbor, ...

(44/02 CG7)



